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Only RLS-approved tools and jaws can be used to install RLS fittings.

JAW MANUFACTURER
Klauke® RIDGID® Milwaukee®

TOOL MANUFACTURER Model(s) Size Range 15 kN          19 kN 32 kN 24 kN 32 kN

MAP2L19 1/4" – 1-3/8" ✓
UAP 332 1/4" – 1-3/8" ✓ ✓
UAP 432 1/4" – 1-3/8" ✓ ✓
Romax 
Compact 1/4" – 1-3/8" ✓

Romax 3000 1/4" – 1-3/8" ✓ ✓
Romax 4000 1/4" – 1-3/8" ✓ ✓
PC-20 M 1/4" – 1-1/8" ✓
RP 115 
RP 200, RP 210 
RP 240, RP 241
RP 251

1/4" – 1-1/8"

1/4" – 1-3/8"

✓

✓

RP 330 
RP 340 
RP 350 
RP 351

1/4" – 1-3/8" ✓ ✓

M12 1/4" – 1-3/8" ✓       

M18 (excludes 
model 2674-20 
short throw tool)

1/4" – 1-3/8" ✓ ✓

Pressgun
Picco 6 1/4" – 1-3/8" ✓

Pressgun 6 1/4" – 1-3/8" ✓ ✓

ACO103 1/4" – 1-3/8" ✓
ACO203 1/4" – 1-3/8" ✓ ✓
ECO203 1/4" – 1-3/8" ✓ ✓
EFP203 1/4" – 1-3/8" ✓ ✓
DCE200 1/4" – 1-3/8" ✓ ✓
DCE210 1/4" – 1-3/8" ✓

®


